GemmeCotti

SZARAZONFUTAS ELLENI VEDELEM
DRY RUNNING PROTECTION

TELJESITMENY RELE
Modell: EMIREL Mod. W 01

Szarazonfutas elleni védelem

Az ,Emirel WO01” szarazonfutas elleni védelem telepitésével
elkeriilheté a nagy értéki szivattyu szarazonfutas miatt
keletkez6 karosodasa, ami azért térténhet, mert a folyadék
nincs jelen a szivattydban, vagy a szivas/nyomas
akadalyoztatva van.

A készliilék a hasznalatat tartalykocsi vagy barmilyen tarolé
kiliritéséhez javasoljuk, ahol nem biztos, hogy

a folyadék folyamatosan jelen van a témliékben.

Ez az eszkbz folyamatosan ellenérzi a motor aktiv

teljesitményét (kbzepes teljesitmény értéket vesz figyelembe) -

a szivattyu altal felvett fesziiltségrél és annak ingadozasarol.
A készlilék minimalis teljesitményét és a beinditas idejét
manualisan tudja beallitani.

Amikor a szivattyu teljesitménye a beallitott minimalis
érték ala siillyed, a szivattyu leall. llyenkor az ujrainditast
manualisan kell elvégezni.

Amennyiben a szarazonfutasi védelem folyamatosan
mikdédik (a szivattyat folyamatosan leéallitja),

ellendrizze a tartalyokban levéd folyadékszintet, vagy az
lizemi miikédést, hogy megtalélja az eszkéz folyamatos
mUikédésének okat.

EUROPEAN PUMPS

WATTMETRIC RELAY

EMIREL Mod. W 01

Dry-running protection

The installation of W 01 Emirel prevents expensive
damage to pumps because it avoids the dry-running
working, the closed discharge and the blocked suction.
We recommend the use of this instrument to unload
tank truck or every other application when it's not
certain if the liquid is constantly present in the pipes.
This device checks constantly the active power of the
motor, that is the medium value of the instan-

taneous power absorbed by the pump, through the
reception of information about the voltage and about
the voltage variations. Through a set point and a timer,
which are adjustable, it's possible to set the minimum
power and the triggering time of the device.

If the power goes under the established value, the
pump stops and the device must be switched on

again manually.

In case of continuous intervention on the apparatus,
check the presence of liquid and/or the correct
functioning of the plant to find the cause of working

of the device.
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